
EXCLUSIVE

UNIVERSAL BIG R DRIER FOR SYSTEMS THROUGH 1hp.

Catalog ■ With XH-9 Desiccant-Recommended by Desiccant Manufacturers for all
No. 3068 Refrigerants and Lubricants.

■ BUDGET PRICED and made of ONE PIECE OF COPPER.
■ STAYS DRY INDEFINITELY -NO PLASTIC CAPS-Hermetically sealed.
■ Cut tube for 3/8" or 1/4" diameter–Form capillary sizes with pliers.
■ Contains high capacity molecular sieve desiccant. (For systems up to 1 hp)

PAT. NO. 3,656,625 ■ BASKET OUTLET provides large area resulting in smaller pressure drop.

DELUXE UNIVERSAL DRIER
Catalog NO. 2933 WITH XH-9 DESICCANT FOR SYSTEMS THROUGH 1hp.

Made of three pieces of copper. Provides features of the BIG R plus
additional tubing sizes.

For 5/16, 1/4 or 3/16 O.D. tubing cut the connector attached to the
drier at the correct place as indicated in the photo above.

For a 3/8 I.D. simply unsolder and remove the adapter from the drier.
This will allow 3/8 O.D. tube to be quickly and easily installed to the
drier.

For capillary sizes cut the 3/16 I.D. tube where indicated, then pinch
tube down to fit the particular size of capillary.

For systems up through 1 H.P. Drier is 1” O.D. and has overall length
of 9 inches.PATENTED
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UNIVERSAL DRIERS
Both Universal Driers shown on this page were designed to fulfill a definite need for the

Service Engineer. Both save unnecessary and expensive trips because they provide adaptable
sweat connections. Both driers are adequate for systems up through one (1) hp. Especially
important, all driers are hermetically sealed to stay fresh indefinitely.

➧

5/16 I.D.

Having pioneered the suction accumulator as a protective component, and having made them continuously
over a period of 45 years, Refrigeration Research has acquired considerable experience. However, it has
always been our recommendation that tests be made by the system manufacturer to check pressure drop,
size of orifice and holding capacity of the accumulator for a particular application.

As a result of tests made by our customers as well as by Refrigeration Research, modifications have
been made in many cases for heat pump applications. Our inlet deflector tube baffle, smaller
metering orifices and protective screens have proven to be a value. In addition, accumulators for heat
pumps may usually be designed for less pressure drop.

Many hundreds of thousands of suction accumulators having inlet deflectors, smaller orifices, and
protective strainers have been built by Refrigeration Research and are on systems operating successfully
in the field.

Seven models of these field proven heat pump type accumulators are offered as catalog items instead
of specials.

All accumulators are complete with a fusible plug to comply with         and          requirements. CE documentation
also available upon request.

In the heat pump system, the suction accumulator must be installed between the compressor and the
reversing valve.

Copper nipples are standard on all        and          models.
Steel nipples are available on special order.
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HEAT PUMP
SUCTION ACCUMULATORS

MADE UNDER ONE OR MORE OF THE FOLLOWING PATENTS: NOS.: 3,084,523; 3,212,289; 3,344,506; 3,420,071; 3,432,910; 3,443,367;
3,589,395; 3,643,465; 3,837,177; 3,872,689; 5,076,313; 5,075,967; AND PATENTS APPLIED FOR.

PHOTOS FOR ILLUSTRATIVE PURPOSE ONLY - DO NOT USE AS A GUIDE FOR INSTALLATION.
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